


Blade  Sharpener

Jointers

AF - 2

DPC - 4

DPH - 5

Technical data

Sharpening length
Stone size 
Motor power
Net weight                     
Optional

AF - 2

24 2/10”
6” x 3/4” x 5/8”
1 HP
165 pounds
Structural base

Technical data

Table size
Cutterhead diam.
Number of knives
Motor power                      
Net weight

DPH - 4

43” x 8”
3”
3
1,5 HP
200 pounds

DPH - 5

47” x 10”
3”
3
1,5 HP
245 pounds

Technical data

Table size
Cutterhead diam.
Number of knives
Motor power                      
Net weight

DPC - 4

70” x 12”
3 9/10”
3
2 HP
500 pounds

DPC - 5

87” x 16”
3 9/10”
3
3 or 5 HP
540 pounds
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Sanders

LFH - 2

LFE - 1

LDB - 6

Technical data

Table size (each)
Sander disc diam.
Sander disc speed
Table tilt
Motor power                       
Net weight

LDB - 6

27 1/2” x  9 8/10”
23 2/3”
650 RPM
20º up / 45º down
2 HP
514 pounds

Technical data

Table size
Vertical table travel
Horizontal table travel
Max. belt length
Disc sander diam.                       
Motor power
Net weight

LFE - 1

102” x 32”
18 1/2”
31 1/2”
280”
12”
3 HP
485 pounds

Technical data

Usefull belt area
Belt size
Sander disc diam.
Sander disc speed
Disc table tilt
Belt assembly tilt
Motor power                       
Net weight

LFH - 2

20 8/10” x 5 9/10”
58 1/4” x 5 9/10”
9 1/2”
2600 RPM
45º
90º
1 HP
172 pounds
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Mortisers

FH - 3

FHC - 3

Technical data

Table size
Max. drill diam.
Max. drill length
Drill depth travel
Vertical table travel                       
Horizontal table travel
Spindle speeds (RPM)
Motor power
Net weight
Details

FH - 3

17” x 9”
5/8”
8 21/32”
7”
5 29/32”
9 29/64”
2.500/3.500
2 HP
500 pounds
Cast iron frame

FHC - 3

17” x 9”
5/8”
8 21/32”
7”
6 11/16”
7 7/8”
2.500/3.500
2 HP
344 pounds
Steel frame
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Boring Machine 
Double use

Technical data

Distance from the first spindle to the last one

Number of spindles in line  
Distance between spindles

Number of spindles for hinges
Spindles speed
Table size
Vertical travel
Spindles diameter
Motor
Optional pneumatic system

11
32 mm
320 mm
3
3450 RPM
15 3/4” x 31 ½”
2”
10 mm
1 HP

FMD - 11

11 spindles in line boring machine or 
3 spindles for hinges accomodation
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